ressure

Features

» Fully automatic water supply in house and garden.

» Liguid medium: Clean water.

» On and off pressures are factory-set.

» Compact and space—saving design with integral manometer
and pressure switch.

+» Maintenance-free motor with thermal protector.

Type Pressure booster systems

Model XKJ-B00SA XKJ-800SA  XKJ-900SA  XKJ-1100SA  XKJ-1300SA
Supply Power 220-240V/50Hz  220-240V/50Hz  220-240V/50Hz  220-240V/50Hz  220-240V/50Hz
Input Power BOOW 800w 900W 1100W 1300W

Max. Head 35m 40m 43m 46m 48m

Max. Flow 3.6m'h 3.6m’h 3.6m'h 4.6m'h 5.0m'h

Max. Suct 8m 8m 8m 8m 8m

Max. Dia. of Particle 3mm 3mm 3mm 3mm 3mm
Outlet/Inlet 1"x1" 1"X1" 1"%1" 1"X1" 1"X1"

Cable HO7RN-F 1.5m  HO7RN-F 1.5m  HOTRN-F 1.5m HO7RN-F 1.5m HO7RN-F 1.5m
Tank 20L 20L 20L 20L 20L

Opening Pressure  1.4bar 1.4bar 1.4bar 1.4bar 1.8bar

Shutoff Pressure 2. 4bar 2.8bar 2.Bbar 2.8bar 3.2bar

Operating Limits Fluld temperature up to 35°C; Amblent temperature up to 40°C.



